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.I 5 3 O % lﬁ'e energy saving 'I less water absorption
with Energy Wq" System than AAC/CLC brick resulting in

(Passive cooling technology) fimes  no fungi growth
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LINKS N LOEHE®

EFFICIENT AND MOST RELIABLE
ENERGY-SAVING CONCRETE BLOCK

Certification
standards
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~ENEcBLOCE

QUICK & EASY INSTALLAT

» LINK N LOCK® Technology (interlocking)
allows for 13-30% savings on cost of installation.

Save'the ceme~nt andjeasyto\set Smooth and uniformed surface without need for skilled labor.

s CLAY. Advantagesiof
HEYHLUSIS BRICKS NEOBLOGKE:
Model Size Premium  High Strength G4 G8
20X50X8 20X50X8 20X50X7.5 20X50X15
i Stronger and more durable
Compressive 105 360 25.35 3570 20-35 &
Strength (Kg/cm?2) building structure
. Tensile strength/hanging
Density (Kg/m3) 1600 2200 600 800 1200-1500
load of over 300 kg
Water Absorption Mold and
% b iah 10.5 3.54 30-35 30-35 18-25 :
(% by weight) fungus resistant
47% superior
STC Rate (dB) 58.4 61.8 42 45 38 . i
sound insulation
i i Fire resistant for longer
F|r§ Resistant o4 o4 4 4 23 g
Rating (Hr) than 4 hours
o I .
P
Conductivity 0.40 0.80 0.45 0.91 13 Sip mspener . P homg’e
(W/m.K) PP ay

construction technology






